Etiquetadora de Fruta Automdtica - HD2

Descri¢cao:

A Etiquetadora de Fruta Automatica - HD2 € um equipamento de alta eficiéncia e
fiabilidade para a aplicacdo de etiquetas em fruta. Este sistema € possivel de ser
colocado numa linha de embalamento automdatico e € adptdvel a varios tamanhos
de fruta.

HD2
Velocidade 360 etiquetas/minuto por cabega
Ndmero de bragos lou?2
Numero de aplicadores Até 6 por brago
Distédncia min. entre o centro de 2 frutas 59mm
Extensdo max. das cabegas 100 mm
Padrdes programados 50
Chaves de selecéo de padrdes 7
Padrdo de direcdo Aou B Sim
Tipos de etiqueta Papel, polipropileno
Poténcia 3 fases 380V, 0, terra / 3 fases 220V, terra
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Advanced Labeling Solutions Ltd.

The HD2 line labeling system of HADRAN offers highly
efficent, fost and reliable labels application solufions for
pocking lines. The sywem is awvailable both for pattern
labeling of fuils pocdked in trays of vorious siaes and

anangemernds, and forsimgulated lobeling of unpocked
fruils on conveyor lines.

Pattern labelers designed for single pass lobsling of frults
pocked In tays. Utilizing slim profile application heads with
aulomatic head positioning mechanism.

The system consists of :

® Applicators
® Applicators carrying ams
® Hectronic control unit
©® Blower—
® Woaste kope chopper and collector
@® Stoinless steel frame
FEATURES SPECIFICATIONS
@® Single poss labeling ® Opemating Speed: 360 labels/ minute per head
@ Gentle butfirm application by use of air ® Number of ams: 1or2
drtven bellows @ Number of applicotons: ~ up to 6 perann
® High operating speed ® Minimal centers disiance: 59 mm
® Nanow heod profile @ Bellow extension: 100 mm
® Preprogrammed commonly usad tray ® Preprogrammed patems: 50
patlens @ Patems selection keys: 7
@ Actual pattem seleckion by barcode or by @ A or B pawern detection:  yes
selection keys @ Types of labels: poper, polypopylene
® Automatic recognition of pattem “A” or @ Power supply: 3 phases of 380v, zero, graund
pattern °B°. 3 phases of 220v, ground
@ Reporting alarm conditions by light
Indicalors and by onscreen messoges
@® Simple and quick label cassette
replocement
OPTIONS Singuloted labelers designed for singuloted lines, avallable with
@ Borcode reader single or multiple opplcators In fimed positions. Two operation modes:
® Anyfoed predefined haad omangements independent or synchronized with the sizer syslem for selactive
® To be supplied with conveyor belt labeling. Operates at line speeds up fo 780 fiuits per minute
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